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CYLINDER MORTICE LOCKS

Technical features: .
/.-—) ® Faceplate and striking plate: in both satin :;I :I:l(i.n-handed
brass and brass plated satin steel version
o Steel case, painted semi-opaque bluck
’ ® Reversible latch Cylinder to
® Roller can be adjusted from 2 to 13 mm. be ordered
o Single or double throw bolt separately

Supplied as standard:
o Striking plate
® Lock and cylinder fixing screws
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Unit weight Pieces = S
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Facaplate
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Hand

Fin.
Pers.
Spec.

® Brass fu(epk“e 1 8 22 21 0492 1 15201020 0
o Dead-holt and latch 1 8 22 25 0,506 1 152010250
© SUPPLIED AS STANDARD: 1 8 22 30 0557 1 152010 30 0
Striking plate item 1.06163.00.0
® Brass-plated steel faceplate 1 85 22 21 050 1 1520011200
o Dead-bolt and latch 1 8 22 25 05N 1 152011250
© SUPPLIED AS STANDARD: 1 8 22 30 0530 1 152011300
Striking plate item 1.06152.00.0
© Brass faceplate 1 - 22 25 0360 1 152210250
* Dead-holt only 1 - 22 30 0380 1 15221030 0
© SUPPLIED AS STANDARD:
Striking plate item 1.07032.00.0
® Brass faceplate - - 12 40 0372 1 15230040 0
© Latch-holt only - - 12 45 0,39 1 152300450
© SUPPLIED AS STANDARD: - -7 50 0398 1152300 50 0
Striking plate item 1.06107.00.0 - - 12 60 0439 1 15230060 0
- - 12 70 0445 1 15230070 0
© Brass faceplate 2 22 35 0410 1 152310350
© Dead-holt only 2 22 40 0430 1 15231040 0
© SUPPLIED AS STANDARD: 2 22 45 0451 1 152310450
) Striking plate item 1.07032.00.0 2 27 50 0470 1 15231050 0
2 22 60 0,500 1 15231060 0
2 22 70 0,530 1 15231070 0
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